
LTE up to 150 Mbps DL and 50 Mbps UL.

CAT4, which provides speeds of up to 150Mbps for your leisure or business demands.
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FDD 2100(B1)/1800(B3)/850(B5)/2600(B7)/900(B8)/800(B20) MHz
TDD 2600(B38)/2300(B40)/2500(B40) MHz
Up to 150/130 Mbps downlink speed FDD/TDD
Up to 50/35 Mbps uplink speed FDD/TDD
All bands with diversity

2100(B1)/850(B5)/900(B8) MHz
DC-HSPA+ mode: 42 Mbps downlink speed
DC-HSPA+ mode: 5.76 Mbps uplink speed
UMTS mode: 384 kbps DL, 384 kbps UL
RX diversity antenna

1800(B3)/900(B8) MHz
Power Class 4 (33dBm ±2dB) for GSM 850/900MHz
Power Class 1 (30dBm ±2dB) for GSM 1800/1900MHz
Power Class E2 (27dBm ±3dB) for EDGE 850/900MHz
Power Class E2 (26dBm +3/-4dB) for EDGE 1800/1900MHz
GPRS: 85.6 kbps DL, 85.6 kbps UL
EDGE: 236.8 kbps DL, 236.8 kbps UL
 

Dimensions (H x W x D) 1      31 mm x 79 mm x 17 mm
Weight 1     07 g
Input voltage range 7 - 30 VDC
Overvoltage protection u p to continuous    60 VDC
Power consumption  <    5 W 
Operating temperature  -  40 °C to 75°C
Storage temperature -45 °C to 80 °C
Operating humidity 10 % to 90 % non-condensing
Storage humidity 5 % to 95 % non-condensing 

*

*Supported frequency bands are dependent on geographical location and may not be available in all markets.


